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Mixing Times
If mixing in a mortar mixer, it’s very important that the mixing time is one to two minutes maximum, just long enough for the rock to look 
dark and wet. If you let the mixer continue to run, the binder draws more moisture and will cause a slight color change.  

Gray & Tan Colors
The binder will change the original color some depending on the amount of sunlight. It is actually the binder ambering and with time and 
wear, the ambering will diminish.

45 Degrees Minimum
It is important that temperature doesn’t fall below 45º F for about six hours after the installation. The binder can not freeze until fully 
cured.

Avoid Rain and Moisture
The binder is moisture cured. Allow at least a 6 hour window for rain. If any rain or excess moisture becomes a factor before the 
installation cures, the binder will foam up and can not be repaired. 

Base Preparation
It is important to follow recommended base preparation (see manual or www.porouspaveinc.com) the base needs to be level, 
compacted and the proper type and amount of stone.  

Use Proper Mixture
Be sure to follow mixing instructions, the incorrect mixture of binder, rubber and stone may cause the product to cure improperly.  

Curing Time
The binder is moisture cured, so if it is humid the product will cure more quickly. Generally this product cures within 24 hours of being 
poured. 

Binder Will Stain
Be sure to “respect” the binder, whatever it gets on, it will stain and cannot be cleaned. 

Use Vegetable Oil on Tools
Make sure to coat and recoat all of your tools as needed with vegetable oil, it will make clean up easier and also allows you to put the 
best finish on the installation.  

Clean Up
Use bio-diesel fuel for tool clean up. 

Warranty
Be sure to fill out the warranty registration and return with two photos to Porous Pave Inc. to activate the two year warranty, forms can 
be found at www.porouspaveinc.com  

Storage
Store binder above 45º F. Rock and stone must be kept dry and stored out of direct sunlight to prevent condensation inside the bags. 
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